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pRopERtiEs

ESTOL-Asphalt Cast is a non-porous, thermo-
plastic asphalt with grain size 0/4. 

ready-to-use and packaged as a granulate in 
a container. 

it can be used regardless of weather condi-
tions - all year round. 

Easy and fast repair solution for almost all sur-
faces. 

Free-flowing at processing temperatures of ap-
prox. 200 °C. 

high mechanical load capacity within 10-20 
min. after installation (depending on thickness 
used). 

Stability equivalent to a mastic asphalt sur-
face. 

Absolutely resistant to deformation.

deformation is no longer possible after set-
ting, even at high temperatures during sum-
mer months.

Can be immediately paved on with all conven-
tional hot mix coatings. 

Complies with German regulations. ESTOL-As-
phalt Castis CE-certified. 

appLication

Quickly eliminates damage on any road sur-
faces with a depth of up to approx. 50 mm (fill 
and compact deeper damage using multiple 
layers of ESTOL-Asphalt Cast).

Long-lasting repair of damaged areas on heav-
ily mechanically stressed surfaces like high-
ways, interstate roads, racetracks, airports, 
industrial halls (forklift traffic) etc. 

Filling drill holes. 

Creating new sustaining top layers after rais-
ing/ regulating shafts, gutter connections, 
manhole covers, etc. 

ramps 

instaLLation

All loose particles, like dust, sand, etc. are to 
be removed from the surface being treated. 

To bind the dust, the surfaces should be treat-
ed with a thin coat of ESTOL-Adhesive or ES-
TOL-Adhesion primer, especially in the areas 
where there is no flank adhesion and on con-
crete surfaces. 

heat ESTOL-Asphalt Cast in a suitable boiler 
to at least 160 °C until it becomes a homoge-
neous mass (for installation with subsequent 
re-compacting), or heat ESTOL-Asphalt Castto 
at least 200 °C to get the material flowing (no 
re-compacting required). 

Apply the material onto the surface and dis-
tribute using an appropriate tool (asphalt 
spreader, wooden spreader). 

The product can also be laid by hand layer-
by-layer using a propane gas burner (heat 
evenly). 

if the surface should have more grip, pre-bitu-
minized, fine grain chippings can be sprinkled 
as needed into the mass while still hot.

The area can be opened for traffic and other 
loads within approx. 10 - 20 min. depending 
on the thickness used. 

suppLy/stoRagE

12 kg plastic containers (33 x 12 kg packed 
onto euro-pallets). 

Big-Bag with a content of approx. 0.95 t. 

Store in a cool, dry place. 

protect from exposure to direct sunlight for 
long period of time and/or from heat. 

Unlimited storage time.

Find more information on our website at 
www.stm-malsch.de.

We are happy to send you a free, no-obligation 
quote and our technical data sheets. These 
data sheets will provide you with more data 
and information about how our products are 
processed.

What our company is all about

many streets and building are deteriorating under the ef-
fects of climate and traffic, which can initiate wear-out 
and lead to destruction over the course of time. This pro-
cess can be countered with the right repair and renovation 
measures, which enhance structural integrity in a way that 
satisfies safety and order regulations. Süddeutsche Teerin-
dustrie Gmbh & Co. KG has been working on technologies 
to perfect street renovation for over 100 years. Based on 

countless developments that have been tested through and 
through, upcoming construction projects will be handled re-
liably with a high level of competence. Clients from all over 
the Federal republic of Germany, as well as from neigh-
bouring European countries, have confidence in our expe-
rienced employees and excellent products. STm stands for 
fair partnership with maximum performance for our clients.


